Air Driven Equipment

Air pressure
vacuum pump
for Drum can

Sludge remover
(Circulation type)

Sludge remover
(Suction type)

Dust collector e sl
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Air Pressure Pump for Drum can

To collect the cutting liquid in the tank, the wasted liquid in El _[a]

treatment tank or the washed liquid.

APDQ1 -25-i Il Specifications Table

Even highly flammable liquid E:2%E
such as gasoline can be ; :%

b
Safel SUb'd |V|ded- EF‘ Viscosi Weiaht (k T\yps APD1-25-i
w t T ty 9 ( g) Function Delivery
€ ype Less than 3000cp 3 3 Acceptable General oil
. Body AL
- e oarts « Packing NBR
AP D_ R_i Discharging only Compressor Higher than 3HP £ Hose PVC(D32x2m)
Max.
Viscosity Weight (kg) Only used for close drum can. delibei;fnrate 1cP 80
Wet Type R
Less than 3000cP 4.4 Max Discharge Head 2m
Compressor Higher than 1HP
Only used for close drum can. — eDirty hand working
Y7 with too much wasting
L time.

sheavy job, occasionally
having caused low

eToo expensive back pains.

electric motor
type pump (for
hazardous area).

X

2 - oToo risky to take \
] ) care of flammable i A e
S liquid. g Z : . d
- = (- = Savmg Saving Saving Load
- T __*,:___:‘) Time Work Money Reduction

; Saving ‘

cn-#u Time

Saving
Work

Residual liquid is kept less than 200cc (for kerosene).
One lever works both for sucking & discharging.

o~ Saving o ; — _!,\,H-ﬂ.;;,;‘\m-."*"“ AP Dx1 -2 5-i Discharging + Sucking Specifications Table
Money Reduction . L S —— .
= Wet T V|SCOSIty W9|ght (kg) Function Delivery/Suction
= et lype Less than 3000cP 4.3 Acceptable General oil
A Body AL
This pump can be kept Fansls  Packing NBR
pump sop < Compressor Higher than 3HP materals T ose | PvC(Da2x2m)
under sealed condition. = 1oP 100170
Only used for close drum can. delivery rate  500cP 45/50
(Limin) 4 ooocp 20/30

Excellent Energy Saving
No noise

2 B
Sucking Discharging
. Hregulator
Bejector compressed
=g - air
Specifications Table — a
” ﬁuction
Typs APR—l compressed ose
Function Delivery air |
Acceptable General oil %ggﬂe
Body AL
Thatsn Packing Fulolo-Rubber
Hose PVC(D25%2m)
Max. 1cP 53 a a
delivery rate 500cP 30 " iqui
(L/min) 1,000cP 15 liquid k : liquid
Max.Discharge Head 2m telescapic pipe
\ J
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eAfter the liquid was
transferred in a drum,
then same liquid was
to be moved to another

container.

Saving
Work

Saving
Money
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Cutting Oil Cleaner

AQUA

SYSTEM CO,LTD.

No necessary to stop
during claening time.

L -

J-FS-i

| & |
QS | Viscosity Weight (kg)
B, eV Lesshan 500cP || 36.0

Compressor Higher than 5§HP

* We can supply special filter with different mesh. \

A
| //H
y

Convenient Accessory Case Casters for easy moving

[ ]
1+ ¥4
|
Saving Keep
Work Clean
eTo clean the cutting oil is possible. / W
Without stopping machine. 9
eCleaning job takes a time and
cost Saving Load

Money Reduction

L ar iy Specifications Table Circulation
Types J-FS-i

compressed
Function Delivery
i i Acceptabl Goraaleil
Shorter cleaning time e S
mzt:Ele Packing ABSINBR
- Hose PVC(D25x3m(Sucking))
Compact size

We can supply special filter with different mesh.
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Use for reuse of cutting oil
Ahd tank cieaning

APDQO-FF-i /| APDQO-FS-i
Viscosity Weight (kg)

Compressor Higher than 5HP £

1, o ¥ s U

*We can supply special filter
with different mesh.

Drum Can and Carrier are sold separately

Before filtering T - After removing

r
30mesh
# 400mesh
APDQO-FF-i APDQO-FS-i
Non-woven SUS filter type
fabric filter type

L_éa_\;ing , Saving Keep
Time Work Clean

eLower back pain caused by heavy work.
eNeed to stop operation during cleaning time.
oBad smelling comes from the tank.

Saving Load

Money Reduction

To reuse the cutting oil Specifications Table
Types APDQO-FF-i APDQO-FS-i
Function Delivery Delivery
H Acceptable General oil General oil
No electric leakage - e 2t
Parts Packing CR rubber CR rubber

materials
To separate metal chips from cutting oil T — -
To return the filtered liquid to the tank
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Air Vacuum Cleaners

SYSTEM CO,ITD.

AQUA

SYSTEM CO,LTD.

Circulator

Just place on a standard 20L
pail can or standard 200L Drum.

/

AVC-55PC

Wet and Dry Viscosity Weight (kg)
application Less than 3000cP 4.0

Compressor Higher than 5HP

)

Accessories eRound Nozzle =
(Standard) eSquare Nozzle e Automatic Stopper

\

T
| 4
: . |

Connect air hose, and just place on a 20L pail can.

Specifications Table

S =
| Vs 3 Types AVC-55PC
\. | ‘ ; -\ Function Delivery
~h ; .‘l \ 7 Acceptable General oil
- = | e = Body AL
] - = - = arts =
B Saving Keep Saving Thateriale Packing Fulolo-Rubber
d Time Clean Money Hose PVC(D32x2m)
ey Max.Discharge Head 2m
eSample text ’M/
here Sample v
text here
Sample text
here. Keep Load
4 Safety Reduction

i
P =
e
60800

APPQO-CY25-i
APPQO-CY32-i

Dry Viscosity Weight (kg)
application Up to 0000cP 8.0

Compressor Higher than BHP

APPQO400-i :
APPQO500-i il

Wet and Dry Viscosity Weight (kg) Wet and Dry Viscosity Weight (kg)
application Lesstan 3000cP || 4.5~6.0 application Less than 3000CP 6.0

Compressor Higher than 10HP

APPQOHP2-i

Compressor Higher than 5HP
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Use for ventilation, cooling,
drying process in No fire area.
(Chemical plant, Aircraft
manufacturing plant, Shipbuilding
yard, Paint booths, etc.)

111} 1
|

AFG-18NL-i

Weight (kg)
9.7

_____

Compressor Higherthan 3HP

Swing angle adjustable

Approx.90 degree in
vertical direction

0,
A a ‘f

70°

Approx.70 degree in
right and left direction

eHeatstroke
prevention.

eEfficient drying
process.

eNo feed oil.

Environmental
improvement
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Other Products

Germany Automotive
Industry Association
certified.

Use for shipboard
and emergency
case.

Use for a higher
distance
transportation.

Nozzle
o

Use for liquid Use for liquid Use for liquid usage
subdivision. subdivision. management.
Sweeper Heat Jacket
Ei‘ f . 2 i E Ll
: et o)
G ks
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e

Use for liquid

Use for dust Use for workplace

collection. temperature control. improvement.
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Overseas Companies Information

=i (2H) FUFRAE AQUASYSTEM(CHANGZHOU)CO.,LTD
IAEBMNTFILERLERE 16 SEFTLEBNETIR 11C
TEL:(86)0519-68551022 FAX:(86)0519-69885565 http://www.aqgsys-cn.com/

AQUASYSTEM(THAILAND)CO.,LTD.

81 SOl KANCHANAPISEK 001 KANCHANAPISEK Rd., BANGBON BANGKOK, THAILAND ‘]mtagnm facebook Twitter You'l'uhe Ameba Blot
TEL: (66) 02-8988016 FAX:(66)02-8988018 http://www.agsys-thai.com/ rj n y n 9

= “El B
AQUASYSTEM TRADING (VIETNAM) CO., LTD D E] [
B1013, duong D6, KDC Viet Sing, An Phu, Thuan An, Binh Duong. Viet Nam & E| 2 EI-
TEL:(84)02746-559955 Email.agtv@aqsys.vn http://agsys.vn/

2019.07



